
Standard connectors
For solenoid DIN B

t .  BTW: NL8209.12.931B01 
KvK: 17126382 
Swift: RABONL24 
IBAN: NL23RABO01036.31240 

DESRIPTION

Standard:   Industrial standard (11 mm)
Construction type:  B
Description:   P11 connector with screw terminals 
   NBR pro�le gasket (PE) earth position H12
Housing colour: Black
Number of contacts: 2 + PE
Cable gland:  PG9 (M16x1,5 on request)
Max. conductor size: 1,5mm without splice/terminal 

TECHNICAL DATA

Pin dimension:  6,3 x 0,8mm
Voltage:  250 V AC/DC max.
Rated current max.: 10 A (EN 60512-5-2 test 5b)
Contact resistance: 15. max.
Overvoltage category: lll
Type of termination: screw M3
Contact screw torque: max. 0,5 N/m
Suitables cables: 5mm to 7mm diameter
Mounting:  central screw M3 x 32,5

MATERIAL

Contact:  CuSn silver plated  
Contact holder: PA6 GF
Housing:  PA6 GF

ENVIROMENTAL CONDITIONS
Protection class: IP 65 when correctly assembled  
Pollution severity: 3 
Temperature range: -40°C to +100°C   

INFLAMMABILITY CLASS
Contact houlder: HB - UL 94
Housing:  HB - UL 94
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