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Cartridge cylinder
Single acting
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BTW: NL8209.12.931B01 
KvK: 17126382 
Swift: RABONL24 
IBAN: NL23RABO01036.31240 

Materials:
Body: Nickel-plated brass, piston rod: 
stainless steel, seal: NBR

Temperature range:
-20°C to +80°C

Operating pressure:
2 - 7 bar

Piston diameter:
6, mm, 10 mm & 16 mm

Stroke:
5 mm, 10 mm & 15 mm

Piston Stroke
Article nr diameter (mm)

CC0605WT 6 5

CC0610WT 6 10
CC0615WT 6 15

CC1005WT 10 5

CC1010WT 10 10

CC1015WT 10 15

CC1605WT 16 5

CC1610WT 16 10

CC1615WT 16 16

https://www.pneuparts.com/en/item/CC0605WT
https://www.pneuparts.com/en/item/CC0610WT
https://www.pneuparts.com/en/item/CC0615WT
https://www.pneuparts.com/en/item/CC1005WT
https://www.pneuparts.com/en/item/CC1010WT
https://www.pneuparts.com/en/item/CC1015WT
https://www.pneuparts.com/en/item/CC1605WT
https://www.pneuparts.com/en/item/CC1610WT
https://www.pneuparts.com/en/item/CC1615WT



